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LSXM4N 
Explosion-Proof Limit Switches LSX Non Plug-in: Side 
Rotary; 2NC 2NO DPDT Center Neutral; 0.75 in - 14NPT 
conduit 
 

Features 
? Sealing - applicable portions of NEMA 1, 3, 4, 6, 7, 9, and 

13  
? Tracking interchangeability with MICRO SWITCH ML-E1 

and HDLS  
? Variety of heads and non-sparking actuators  

? Field adjustability matches switch to application  
? Momentary, maintained, sequential, or center neutral 

action  
? 10 A continuous carry electrical rating  
? Choice of silver or gold contacts  

? 1/2 or 3/4 inch conduit opening  
? UL Listed, file #E61730  

? CSA Certified, file #LR57327  
? Internal grounding screw  

Typical Applications 
? Control valves and actuators  
? Petroleum plants  

? Chemical plants  
? Waste treatment  

? Hazardous waste handling  

Description 
LSX switches are for use either indoors or outdoors in hazardous 
atmospheres as they are a completely sealed, explosion-proof 
device. Mounting hole location and tracking is the same as the 
long established MICRO SWITCH ML-E1 explosion-proof switch. 
An optional mounting plate provides the same tracking and 
mounting as the standard HDLS. The majority of HDLS operating 
heads and circuitry options are available on the LSX. Standard 
HDLS levers are used, but because of explosion-proof 
requirements, only nylon rollers or other non-sparking material 
can be selected. Plunger and cat whisker types listed in the LSX 
order guide are non-sparking materials.The LSX withstands 
pressure of an internal explosion and cools the exploding gases 
below the kindling temperature of the explosive atmosphere. 
Flame paths are provided by the cover-housing threads and an 
extended plunger between the switch cavity and head. 
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LSXM4N 
Explosion-Proof Limit Switches LSX Non Plug-in: Side Rotary; 2NC 2NO DPDT Center 
Neutral; 0.75 in - 14NPT conduit 

Product Specifications

? Availability ? Global 

? Operating Force (O.F.) ? 0,45 N m max. [4 in lb max.] 

? Pretravel (P.T.) ? 18° max. 

? Overtravel (O.T.) ? 57° min. 

? Differential Travel 
(D.T.) ? 10° max. 

? Product Type ? Weather-Sealed, Explosion-Proof Limit Switches 

? Actuator ? Side Rotary 

? Lever Style ? Lever Not Included - Reference Lever Required Accessory 

? Circuitry ? 2NC 2NO Double -Pole Double-Throw, Center-Neutral, Snap-
Action, Double -Break 

? Ampere Rating ? 10 A (Thermal) 

? Supply Voltage ? 600 Vac and 250 Vdc max. 

? Housing Material ? Zinc Die -Cast 

? Termination Type ? 0.75 in - 14NPT conduit 

? Housing Type ? LSX Non Plug-in 

? Series Name ? LSX Series 

? Sealing ? NEMA 1, 3, 4, 6, 7 (Class 1, Division 1, Groups B, C, D), 9 
(Class 2, Division 1, Groups E, F, G), 13 

? Approvals ? UL listed, CSA Certified 

? CSA File # ? LR57327 

? UL File # ? E61730 

? Operating 
Temperature Range ? -1 °C to 121 °C [30 °F to 250 °F] 

? Comment ? SPDT-DB each direction (Pole 1 operates CCW / Pole 2 
operates CW) 

? UNSPSC Code ? 302119 

? UNSPSC Commodity ? 302119 Switches and controls and relays 

? Sealed ? Explosion-proof 
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LSXM4N 
Explosion-Proof Limit Switches LSX Non Plug-in: Side Rotary; 2NC 2NO DPDT Center 
Neutral; 0.75 in - 14NPT conduit 

? 

 
PERSONAL INJURY 
DO NOT USE these products as safety or emergency stop devices, or in any other 
application where failure of the product could result in personal injury. 

Failure to comply with these instructions could result in death or serious 
injury.  

 
MISUSE OF DOCUMENTATION 

? The information presented in this product sheet (or catalog) is for reference only. 
DO NOT USE this document as product installation information.  

? Complete installation, operation and maintenance information is provided in the 
instructions supplied with each product.  

Failure to comply with these instructions could result in death or serious 
injury. 

©Copyright Honeywell Inc.1998-2002 All rights reserved. 
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SUNSTAR 商斯达实业集团是集研发、生产、工程、销售、代理经销 、技术咨询、信息服务等

为一体的高科技企业，是专业高科技电子产品生产厂家，是具有 10 多年历史的专业电子元器件

供应商，是中国最早和最大的仓储式连锁规模经营大型综合电子零部件代理分销商之一,是一家

专业代理和分銷世界各大品牌 IC 芯片和電子元器件的连锁经营綜合性国际公司，专业经营进口、

国产名厂名牌电子元件，型号、种类齐全。在香港、北京、深圳、上海、西安、成都等全国主要

电子市场设有直属分公司和产品展示展销窗口门市部专卖店及代理分销商，已在全国范围内建成

强大统一的供货和代理分销网络。 我们专业代理经销、开发生产电子元器件、集成电路、传感

器、微波光电元器件、工控机/DOC/DOM 电子盘、专用电路、单片机开发、MCU/DSP/ARM/FPGA
软件硬件、二极管、三极管、模块等，是您可靠的一站式现货配套供应商、方案提供商、部件功

能模块开发配套商。商斯达实业公司拥有庞大的资料库，有数位毕业于著名高校——有中国电子

工业摇篮之称的西安电子科技大学（西军电）并长期从事国防尖端科技研究的高级工程师为您精

挑细选、量身订做各种高科技电子元器件，并解决各种技术问题。 
更多产品请看本公司产品专用销售网站: 

商斯达中国传感器科技信息网：http://www.sensor-ic.com/

商斯达工控安防网：http://www.pc-ps.net/

商斯达电子元器件网：http://www.sunstare.com/

商斯达微波光电产品网:HTTP://www.rfoe.net/

商斯达消费电子产品网://www.icasic.com/

商斯达实业科技产品网://www.sunstars.cn/

传感器销售热线： 

    地址：深圳市福田区福华路福庆街鸿图大厦 1602 室 

    电话：0755-83370250 83376489 83376549 83607652 83370251   82500323 

    传真：0755-83376182  （0）13902971329  MSN: SUNS8888@hotmail.com

    邮编：518033   E-mail:szss20@163.com     QQ: 195847376 

    深圳赛格展销部：深圳华强北路赛格电子市场 2583 号 电话：0755-83665529   25059422 

    技术支持: 0755-83394033 13501568376 

欢迎索取免费详细资料、设计指南和光盘 ；产品凡多，未能尽录，欢迎来电查询。 
    北京分公司：北京海淀区知春路 132 号中发电子大厦 3097 号 
               TEL：010-81159046  82615020  13501189838  FAX：010-62543996   
    上海分公司：上海市北京东路 668 号上海賽格电子市场 2B35 号  
               TEL：021-28311762  56703037  13701955389  FAX：021-56703037 
    西安分公司：西安高新开发区 20 所(中国电子科技集团导航技术研究所)   
           西安劳动南路 88 号电子商城二楼 D23 号   

            TEL：029-81022619  13072977981  FAX:029-88789382 
 

SUNSTAR传感与控制 http://www.sensor-ic.com/ TEL:0755-83376549 FAX:0755-83376182 E-MAIL:szss20@163.com

SUNSTAR自动化 http://www.sensor-ic.com/ TEL: 0755-83376489 FAX:0755-83376182 E-MAIL:szss20@163.com

http://www.sensor-ic.com/
http://www.sensor-ic.com/
http://www.pc-ps.net/
http://www.sunstare.com/
http://www.rfoe.net/
http://www.icasic.com/
http://www.sunstars.cn/
mailto:suns8888@hotmail.com
mailto:szss20@163.com



