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• SURFACE MOUNT AND DIP PRESSURE SENSORS LOW-COST PACKAGED DIE

DESCRIPTION

Silicon Microstructures provides its two most
popular pressure sensor die in surface mount
and 6-pin dual in-line package (DIP)
configurations.  All parts in these series are
uncompensated high-performance die
mounted on a substrate with a plastic cap and
either pins for through-board assembly or pads
for surface mounting.

Both package types provide a low-cost way for
OEM manufacturers to incorporate pressure
sensors at costs close to raw die prices,
without the need to handle, attach, or wire
bond silicon sensor die.

Options include pressure range, surface mount
or DIP mounting, absolute or gage
configuration, and a choice of cap
configurations.  The result is a versatile
product line suitable for a wide range or OEM
applications.

The low-pressure series (models SM5350 and
SM5450) incorporate Silicon Microstructures
unique low-pressure die to achieve high
performance in pressure ranges down to 0.15
PSI full-scale.

FEATURES

• Low pressure (from 0-0.15 to 0-100 PSI
FS)

• Easy to Use
• Compact and Light-weight
• High-performance, Stable Silicon Chip and

Package
• Easily Embedded in OEM Equipment
• Molded Pressure Port Option for

Attachment to 1/8 Inch Tubing
• High-volume, Low Cost

APPLICATIONS

• Altimeters
• Barometric Correction
• Tire Gauges
• Digital Pressure Gauges
• Environmental Monitoring
• Appliances
• Consumer and Sports
• HVAC
• Medical Instrumentation and Monitoring
• Pressure Differential and Flow Monitoring
• Hand-held Gauges
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SELECTIONS

Model SM5310
Standard Pressure Range, Surface Mount

For general purpose applications, the SM5310
series has the smallest footprint and covers the
range from 0-5 psi to 0-100 psi full scale.

The top cap is available with either a molded
port for attaching 1/8 inch plastic tubing or with
a hole.  The cap with hole provides a low
profile for measuring barometric pressure,
measuring pressure in the electronics
enclosure or “O” ring sealing to another
surface.

It is also available in both absolute and gage
configurations. In absolute configuration, the
pressure is applied to the top of the sensor
(through either the molded port or the hole in
the cap).  A reference vacuum chamber is
formed in the die during manufacturing.

In gage configuration, pressure is applied to
the top cap (either through plastic tubing over
the molded port or an “O” ring seal to the cap)
and the gage reference pressure is applied
through a hole in the bottom of the substrate.
The mating board must be designed to leave a
clear path to this hole for accurate gage
measurements.

Model SM5350
Low Pressure Range, Surface Mount

The model SM5350 uses Silicon
Microstructures unique low-pressure die, which
is a true low-pressure structure (not just a

derated standard die).  As a result, it has very
good stability, linearity and dynamic range
down to 015 PSI full scale.

This die is larger than the standard pressure
die and therefore the footprint is larger than the
model SM5310.  It uses the same substrate as
the models SM5410 and SM5450.

It is also available with the option of a molded
port for tubing or a cap with hole.

Low-pressure parts are typically used in gage
configuration, and the model SM5350 is only
available as a gage part.

Model SM5410
Standard Pressure Range, Dual In-line Pins
(DIP)

The model SM5410 DIP configuration is similar
to the model SM5310 surface mount except
that it uses a slightly larger substrate to
accommodate six pins for through-board
printed circuit mounting.

It is also available with or without a pressure
port, and in absolute or gage configurations.

Models SM5310 and SM5410 are available in
5, 15, 30, 60, and 100 PSI full scale ranges.

Model SM5450
Low Pressure Range Dual In-line Pins (DIP)

The model SM5450 is identical to the SM5350
with the addition of six pins to allow through-
board printed circuit mounting.

Models SM5350 and SM5450 are
available in 0-0.15, 0-0.3, 0-0.8, 0-1.5,
and 0-3.0 psi full scale ranges.
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ORDERING INFORMATION:

CHARACTERISTICS FOR SM5310/SM5350/SM5410/SM5450 - SPECIFICATIONS
All parameters measure at 5V excitation at room temperature, unless otherwise specified.

All Models

Parameter Min. Typ. Max. Units Notes
Excitation Voltage 0 5.0 10.0 V

Excitation Current 0 1.5 3.0 mA

Offset -50 0 50 mV

TC Span -15 -19 -24 %FS/100°C 1

TC Resistance 33 28 25 %/100°C 1

Bridge Impedance 2.7 3.3 4.0 kΩ

Operating Temp -40 85 °C
Storage Temp -55 125 °C

SM5310 and SM5410 Standard Pressure Series Only

Span (FS Range) Min. Typ. Max. Units Notes
5 PSI 75 100 125 mV 3

15 PSI 105 145 175 mV 3

30 PSI 115 165 195 mV 3

60 PSI 115 180 220 mV 3

100 PSI 115 200 250 mV 3

Linearity -0.3 + 0.05 +0.3 %FS 4

TC Offset + 7 %FS/100°C 1

Burst Pressure 5X Rated FS Pressure 2

SM5350 and SM5450 Low Pressure Series Only

Span (FS Range) Min. Typ. Max. Units Notes
0.15 PSI 25 50 75 mV 3

0.3 PSI 25 50 75 mV 3

0.8 PSI 25 50 75 mV 3

1.5 PSI 25 50 75 mV 3

3.0 PSI 25 50 75 mV 3

Linearity -0.3 + 0.1 +0.3 %FS 4

TC Offset + 12 %FS/100°C 1

Burst Pressure 15X Rated FS Pressure 2
Notes:
1. Measured from 0 to 70°C
2. Sensor die will survive pressure specified for all ranges.  Maximum package pressure is 225 PSI.
3. Measured at 5V, constant voltage excitation
4. Defined s best-fit straight line (BFSL); for 0.3 PSI full-scale, linearity is + 0.5%FS. For 0.15 PSI full-scale, linearity is + 5.0%FS.

P
0.
0.
0.
1.
3.

PS
5
15
30
60
10

Pressure Type
A: Absolute

(SM5310 and SM5410 only)
G: Gage

Cap Type
P: Port (tube)
H: Hole
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SI 5350/ 5450
15 001
30 003
80 008
50 015
00 030
Std. Pressure
Ranges

I 5310/ 5410
005
015
030
060
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Dimensions (in inches) -- SM5310

Model 5310 Pin-out
Model 5310 is a closed-bridge device

SM5310 with Hole (Top View)

Pin 1 indicator shown. Ejection mark on cap is
NOT an indicator of pin 1.

SM5310 with Port (Top View)

Pin 1 indicator shown. Ejection mark on cap
is NOT an indicator of pin 1.

SM5310 with Hole (Side View)

SM5310 with Port (Side View)

SM5310 (Bottom View)
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SM5350 with Port (Top View)

SM5410/SM5450 with Hole (Top View)
SM5410/SM5450 with Hole (Top View)

All Dimensions in inches

SM5410/SM5450 with Port (Side View)SM5410/SM5450 with Hole (Side View)
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nsions (in inches) -- SM5410/SM545

Model 5350/5410/5450 Pin-Out
l SM5350/SM5410/SM5450 are open bridge devices. Pins 1
are tied together in the package and MUST be connected to
e most positive excitation. Pins 3 and 4 may be directly
ected to the most negative excitation either directly or thru

offset resistors.
Notice:
Silicon Microstructures, Inc. reserves the right to make changes to the product contained in this publication. Silicon Microstructures, Inc. assumes no responsibility for
the use of any circuits described herein, conveys no license under any patent or other right, and makes no representation that the circuits are free of patent
infringement. While the information in this publication has been checked, no responsibility, however, is assumed for inaccuracies.

Silicon Microstructures, Inc. does not recommend the use of any of its products in life support applications where the failure or malfunction of the product can
reasonably be expected to  cause failure of a life-support system or to significantly affect its safety or effectiveness. Products are not authorized for use in such
applications



SUNSTAR 商斯达实业集团是集研发、生产、工程、销售、代理经销 、技术咨询、信息服务等

为一体的高科技企业，是专业高科技电子产品生产厂家，是具有 10 多年历史的专业电子元器件

供应商，是中国最早和最大的仓储式连锁规模经营大型综合电子零部件代理分销商之一,是一家

专业代理和分銷世界各大品牌 IC 芯片和電子元器件的连锁经营綜合性国际公司，专业经营进口、

国产名厂名牌电子元件，型号、种类齐全。在香港、北京、深圳、上海、西安、成都等全国主要

电子市场设有直属分公司和产品展示展销窗口门市部专卖店及代理分销商，已在全国范围内建成

强大统一的供货和代理分销网络。 我们专业代理经销、开发生产电子元器件、集成电路、传感

器、微波光电元器件、工控机/DOC/DOM 电子盘、专用电路、单片机开发、MCU/DSP/ARM/FPGA
软件硬件、二极管、三极管、模块等，是您可靠的一站式现货配套供应商、方案提供商、部件功

能模块开发配套商。商斯达实业公司拥有庞大的资料库，有数位毕业于著名高校——有中国电子

工业摇篮之称的西安电子科技大学（西军电）并长期从事国防尖端科技研究的高级工程师为您精

挑细选、量身订做各种高科技电子元器件，并解决各种技术问题。 
更多产品请看本公司产品专用销售网站: 

商斯达中国传感器科技信息网：http://www.sensor-ic.com/

商斯达工控安防网：http://www.pc-ps.net/

商斯达电子元器件网：http://www.sunstare.com/

商斯达微波光电产品网:HTTP://www.rfoe.net/

商斯达消费电子产品网://www.icasic.com/

商斯达实业科技产品网://www.sunstars.cn/

传感器销售热线： 

    地址：深圳市福田区福华路福庆街鸿图大厦 1602 室 

    电话：0755-83370250 83376489 83376549 83607652 83370251   82500323 

    传真：0755-83376182  （0）13902971329  MSN: SUNS8888@hotmail.com

    邮编：518033   E-mail:szss20@163.com     QQ: 195847376 

    深圳赛格展销部：深圳华强北路赛格电子市场 2583 号 电话：0755-83665529   25059422 

    技术支持: 0755-83394033 13501568376 

欢迎索取免费详细资料、设计指南和光盘 ；产品凡多，未能尽录，欢迎来电查询。 
    北京分公司：北京海淀区知春路 132 号中发电子大厦 3097 号 
               TEL：010-81159046  82615020  13501189838  FAX：010-62543996   
    上海分公司：上海市北京东路 668 号上海賽格电子市场 2B35 号  
               TEL：021-28311762  56703037  13701955389  FAX：021-56703037 
    西安分公司：西安高新开发区 20 所(中国电子科技集团导航技术研究所)   
           西安劳动南路 88 号电子商城二楼 D23 号   

            TEL：029-81022619  13072977981  FAX:029-88789382 
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